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irradiation  as  a method  for  sludge  treatment  has  gained widespread  popularity, mainly due  to  enhance 
biodegradability  and  increase  yield  of  biogas.  In  this  study  the  effect  of  the  final  temperature  of  the 
microwave treated whey on biogas yield was investigated. Treatment was performed in a continuous flow 










development.  The  international  energy  research  and  development  efforts,  as  well  as  the  EUʹs 
energy  policy  have  an  increasingly  emphasis  in  the  ʺwaste‐to‐energyʺ  concept,  which 
simultaneously  provides  a  solution  to  the  production  of  usable  energy,  in  addition  to  waste 
management  problems  as  well.  The  wastewater  treatment  technologies  for  municipal  and 
industrial sources are becoming more emphasized in technical and environmental developments. 
The high content of organic wastewaters has highly environmentally harmful effects, but even the 
high  organic  matter  content  ensures  the  production  of  biogas  using  anaerobic  fermentation 
process. 
Studying  the  effect  of microwave  radiation  on  the municipal  sewage  sludge  it was  found  that 
enhanced organics water solubility (Eskicioglu et. al., 2008) and volatile organic compounds (Pino‐







Cheese whey  can  be  used  in many ways;  the most  common  practice  is  supplying  as  feed  for 
animals, because of  its nutritional value. Another way  to utilize whey  is  to  recover  lactose  and 
whey  protein  separately  and  be  further  used  for  other  applications.  There  are  certain 
disadvantages inhibiting these practices to be fully applied. The major disadvantages are its high 
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content in water that must be removed; the high energy cost of drying process and the competitive 
products  are  already  available  in  the  market.  However,  markets  are  developing  continuously; 
there is still a surplus of whey produced above and beyond the market for whey products. In this 
respect,  the  anaerobic  digestion  of  cheese whey  is  a  cost‐effective  configuration  for  the  cheese 
producers who owe to dispose the wastewater safely and, at the same time, could benefit directly 
from the energy recovered in the form of biogas.  (Antonopoulou G., et. al.) 




   Protein [%]  Lactose [%]  Fat [%]  Total solids [%] 
Whey  0.47±0.13  2.61±0.04  0.18±0.01  3.24±0.07 
Concentrate  0.73±0.16  3.59±0.09  0.34±0.08  5.36±0.24 
2.2. Methods 
Treating of samples was carried out in a microwave pre‐treating system. It contains a magnetron 
operating  at  2450  MHz.  High‐voltage  power  supply  feeds  the  magnetron.  It  consists  of  two 
transformers;  one  of  them  produces  cathode  heating  voltage  and  heating  current,  the  other 
produces  the anode voltage which can be  controlled by  the primary  circuit of an external auto‐
transformer. Power of the magnetron can be set by this device as well. Electromagnetic energy of 
the magnetron spread over a resonant slot. Getting through this slot the energy gets in the toroidal 
resonator.  (Kovács  et  al,  2012). During  the  operation  of  toroid  resonator  energy  is given  to  the 
treated material. As a result of energy transmission the temperature of the material rises and the 
dielectric  properties  change  continuously.  The  effect  of  the  microwave  energy  intake,  variable 
power,  impedance and dielectric  relationships are  formed  in  the microwave  resonator. Some of 
these  can  be  measured  (eg.  power  dissipation,  reflected  power),  some  of  them  can  only  be 

















1  Whey  6  350  63 
2  Whey  6  850  82,9 
3  Whey  25  350  27,1 
4  Whey  25  850  42,7 
5  Concentrate  6  350  66,8 
6  Concentrate  6  850  89,5 
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Differences  in  the  value  of  the  final  temperature  is 
related  to  the  dielectric  properties  of  materials  In 
practice,  the  real  focus of  interest  is on  the dielectric 
constant or permittivity ε’ and the dielectric loss factor 
ε”,  the real and  imaginary parts of complex dielectric 
constant.  The  real  dielectric  constant  shows  the 
materialʹs  ability  to  absorb  energy  from  the 
electromagnetic field, the heat loss factor proportional 
to the rate of energy converted to heat. 
Based  on  the  measurement  results  of  another  study 
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